PROPOSED B

FAL TOTAL [SHEET
RTE. |  SECTION COUNTY  |SHEETS|~ NO.
9 . COOK 764 | 335

VARIES CLEAR ZONE B T STA. 5631 Ea  FORDITO STA. 1313400 (SB RYAN)
FED. ROAD DIST, NO, ]ILLINOISIFED. AID PROJECT
~ SHOULDER 14/ 12/ ) 12/ 12/ . SHOULDER _ * (516.0, 1717, & 1818) R-5 62593
\\\ 10" & VARIES o LANE LANE CANE 10" & VARIES
~N
~ LANE
SWALE PGL NOTES:
LOCATIONS
(1) GEOTECHNICAL FABRIC FOR GROUND STABILIZATION SHALL BE PLACED THE ENTIRE
WIDTH FROM INSIDE EDGE OF PIPE UNDERDRAIN TRENCH TO INSIDE EDGE OF PIPE
UNDERDRAIN TRENCH, AND SUB-BASE GRANULAR MATERIAL TYPE B-24” SHALL BE
< PLACED THE ENTIRE WIDTH FROM BACK-OF-CURB TO BACK-OF-CURB PRIOR TO
X i UNDERDRAIN INSTALLATION. REPLACEMENT OF THE SACRIFICIAL SUB-BASE GRANULAR
SEE DETALL 1 (TYPo ,\ MATERIAL TYPE B-24" ABOVE THE NEWLY PLACED PIPE UNDERDRAIN TRENCHES
. SHALL BE INCLUDED IN THE UNIT PRICE OF THE PIPE UNDERDRAIN, 6.
(2) RIGHT SHOULDER IN DIRECTION OF TRAFFIC
(3) LEFT_SHOULDER IN DIRECTION OF TRAFFIC
GEOTECHNICAL FABRIC FOR (4) FABRIC ENVELOPE AND CA-16 ARE INCLUDED IN THE UNIT COST FOR PIPE UNDERDRAINS
GROUND STABILIZATION \__ PIPE UNDERDRAIN. 6
PIPE UNDERDRAIN, 6" SUB-BASE GRANULAR MATERIAL, TYPE B 24“ (ENCASED WITHIN'CA‘IG)
(ENCASED WITHIN CA-16) STABILIZED SUB-BASE, 6
PORTLAND CEMENT CONCRETE SHOULDERS 14" (BITUMINOUS AGGREGATE MIXTURE) PORTLAND CENLENT CONCRETE
CONTINUOUSLY REINFORCED PORTLAND CEMENT CONCRETE SHOULDERS 14
PAVEMENT 14" & PAVEMENT REINFORCEMENT, 14"
PROPOSED SB I-57 MAINLINE PAVEMENT
LOCATIONS VARY BETWEEN PARNELL AVENUE AND WENTWORTH AVENUE PROPOSED
RYAN ExA)
VARIES , CLEAR ZONE
__SHOULDER 14’ 12’ , 12/ , 12’ , 12’ SHOULDER __
~ 8" & VAR. TANE LANE LANE LANE 10" & VAR.
~ 127
\\\ LANE PeL
NOTES: SWALE
)1 B>t LOCATIONS
(1) GEOTECHNICAL FABRIC FOR GROUND STABILIZATION SHALL BE PLACED THE ENTIRE
WIDTH FROM INSIDE EDGE OF PIPE UNDERDRAIN TRENCH TO INSIDE EDGE OF PIPE
UNDERDRAIN TRENCH, AND SUB-BASE GRANULAR MATERIAL TYPE B-24“ SHALL BE
PLACED THE ENTIRE WIDTH FROM BACK-OF-CURB TO BACK-OF-CURB PRIOR TO . -
UNDERDRAIN INSTALLATION. REPLACEMENT OF THE SACRIFICIAL SUB-BASE GRANULAR
MATERIAL TYPE B-24” ABOVE THE NEWLY PLACED PIPE UNDERDRAIN TRENCHES SEE DETAIL 1 (TYPY &_’____ -
SHALL BE INCLUDED IN THE UNIT PRICE OF THE PIPE UNDERDRAIN, 6.
(2) RIGHT SHOULDER IN DIRECTION OF TRAFFIC \_ B R I-AND CEMENT CONCRETE
(3) LEFT SHOULDER IN DIRECTION OF TRAFFIC GEOTECHNICAL FABRIC FOR
(4) FABRIC ENVELOPE AND CA-16 ARE INCLUDED IN THE UNIT COST FOR PIPE UNDERDRAINS GROUND STABILIZATION (F’EIﬁgAgg‘gE@IDmﬁ\"“vCi’_'le)
CIPE UNDERORAIN. & SUB-BASE GRANULAR MATERIAL, TYPE B 24"
e STABILIZED SUB-BASE, 6
PORTL(AESI;: A(:SEE;E:TITELFLCCR;I\:TIE )SHOULDERS 147 (BITUMINOUS AGGREGATE MIXTURE)
CONTINUOLISLY REINFORCED PORTLAND CEMENT CONCRETE
PAVEMENT 14" & PAVEMENT REINFORCEMENT, 147
PROPOSED SB I-94 MAINLINE PAVEMENT
PROPOSED, B BETWEEN SB I1-94/1-57 SPLIT AND 95TH STREET
) 9" OVERLAP
FABRIC ENVELOPE
VARIES , CLEAR ZONE , RAMP 14° 12’ ) 12’ , 12’ , 12’ SHOULDER
- LANE LANE LANE CANE 107 & VARIES
R
~ .
~o 12 PIPE UNDERDRAIN, 6 T
~ LANE (ENCASED WITHIN CA-16)
~ \,’~‘\ .
SWALE PGL T Do N
LOCATIONS 4 \
.////,
] .
\._———|—-' PN
~ ’(l'— 3/ 12
SEE DETAIL 1 (TYP.) ll___ L
~ L 3 DETAIL 1
C GEOTECHNICAL. FABRIC FOR PORTLAND CEMENT (TYPICAL)
GROUND STABILIZATION CONCRETE SHOULDERS 14“
PIPE UNDERDRAIN, 6 SUB-BASE GRANULAR MATERIAL, TYPE B 24" PIPE UNDERDRAIN, 6 —
(ENCASED WITHIN CA-16) STABILIZED SUB-BASE, 6" (BITUMINOUS AGGREGATE MIXTURE) (ENCASED WITHIN CA-16) N 5TE ILLINOIS DEPARTMENT OF TRANSPORTATION
M-4.48 C&0 CONTINUOUSLY REINFORCED PORTLAND CEMENT CONCRETE F.A.L. 94 (DAN RYAN EXPRESSWAY)
PAVEMENT 14’5 & PAVEMENT REINFORCEMENT, 14"
PIPE UNDERDRAINS ALONG
I-57 AND I-94 DETAILS
LININTERNATIONAL PROPOSED SB 1-94 MAINLINE PAVEMENT SHEET 2 OF 2
TY LOCATIONS VARY BETWEEN 95TH STREET AND 79+h STREET SCALE:  NONE DRAWN BY: B
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